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林晃業

Item Location Nominal Center U deviation L deviation 1 2 3 1 2 3 Upper Lower High Low
1 A2 327.00 327.00 1.00 -1.00 327.35 327.40 326.89 0.35 0.40 -0.11 327.21 40% 11%   C
2 B1 10.00 10.00 0.20 -0.20 10.05 10.10 9.96 0.05 0.10 -0.04 10.04 50% 20%   C
3 B4 0.175 0.18 0.05 -0.05 0.18 0.18 0.18 0.01 0.01 0.01 0.18 10% 0%  C
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KLX FRPC-1860、1860B薄膜物性表 

 

 
注：以上各项数据通过标准测试方法而获得的代表性数据，但是其数值不能在不稳定用途中作为性能的保证。 

Note: The above figures are typical values obtained under standard methods and should not be construed as 

guaranteed data under unsteady application conditions. 

 

特  性 
Property 

项    目 
Item 

测试方法 
Test Method 

单位 
Unit 

测试值 
Standard Value 

密度 
Density 

ASTM D792 g∕cm3 1.22 物理性能 
Physical 

Performance 吸水率,24hrs 
Absorption Rate,24hrs 

ASTM D570 ﹪ ＜0.35 

拉伸强度 
Tensile Strength 

ASTM D882 
ISO527 

psi 

MPa 
7500 
52 

断裂伸长率 
Tensile Elongation at Break 

ASTM D882 ﹪ 100 

冲击强度 
Impact Strength(0.75mm) 

ASTM D3029 
ISO 6603-1 

ft-lb 
J 

11 
28 

 
机械性能 

Mechanical 
Performance 

撕裂强度 
Tear Strength propagation 

ASTM D1922 g∕mil ＞30 

维卡软化点 
Vicat Softening Temperature 

ASTM D1525 ℃ 135 热性能 
Thermal 

Performance 热收缩率（135℃） 
Shrinkage at 135℃ 

ASTM D1204 % ≤1.0 

介电强度 
Dielectric Strength（0.25mm） 

ASTM D149 V∕mil 1350 

表面电阻 
Volume Resistivity 25℃,50%RH

ASTM D257 Ω ＞1.0×1015 
电气性能 
Electrical 

Performance 
体积电阻率 
Volume Resistivity 25℃,50%RH

ASTM D257 Ω·cm ＞1.0×1016 
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Product 

Dsg 

 

 

Surface 

Min 

Temp 

Rating 

C 

Max 

Temp 

Rating 

C 

3M VHB Double sided adhesive foam tapes, suitable for indoor or outdoor applications. 

4433, 4434 Stainless Steel, Nickel, Copper, 

Aluminum, Brass, Glass

-35 90 

4615 Aluminum, Galvanized steel, 

Enameled steel, Stainless steel, 

Glass/Epoxy

-35 110 

 Polycarbonate, PBT -35 90 

 ABS, PVC -35 75 

4646, 4611, 4655 Stainless Steel, Aluminum, 

Galvanized steel, Glass, 

-35 110 



Glass/Epoxy, Phenolic

 Nylon, Polycarbonate -35 90 

 ABS, Rigid PVC -35 75 

4922 ABS, Polycarbonate, Polyamide -35 90 

 Phenolic, Aluminum, Galvanized 

steel, Alkyd enamel

-35 110 

 Unplasticized Polyvinyl Chloride -35 75 

4945 ABS, Polycarbonate, Polyamide, 

Stainless Steel, Acrylic/Polyurethane 

paint, Polyester paint

-35 90 

 Phenolic, Aluminum, Galvanized 

steel, Alkyd enamel

-35 110 

 Unplasticized Polyvinyl Chloride -35 75 

 Aluminum -35 90 

 Phenolic, Enameled steel -35 110 

5925, 5952, 5962 Polycarbonate, Aluminum, 

Acrylic/Polyurethane paint, 

Galvanized steel, Polyester paint

-35 90 

 Rigid PVC -35 75 

5952 Acrylic, Cellulose Acetate Butyrate -35 90 

3M VHB Adhesive transfer tapes, suitable for indoor or outdoor applications. 

9460PC, F-9460PC, 9469PC, 

F-9469PC, 9473PC, F-9473PC 

ABS, Polycarbonate, Galvanized 

steel

-35 90 

 Aluminum, Phenolic, Enameled 

steel, Stainless steel, Ceramic, 

Glass/Epoxy

-35 110 

 Rigid Polyvinyl Chloride -35 75 

9469PC, F-9469PC Nickel plated iron -35 110 

3M VHB Double sided adhesive foam tapes, suitable for indoor or outdoor applications. 

4914, 4920, 4930, 4950 Aluminum, Galvanized steel, 

Enameled steel, Stainless steel, 

Ceramic, Glass/Epoxy

-35 110 

 ABS, Polycarbonate, Rigid PVC -35 75 



 PBT, Acrylic -35 90 

4905, 4910 Polycarbonate, Aluminum, 

Acrylic/Polyurethane paint

-35 90 

4919F, 4919P, 4926, 4936, 4936F, 

4941, 4941F, 4946, 4947F, 4947P, 

4956, 4956F, 4979, 4979F 

Ceramic -35 110 

 Aluminium, Galvanized steel, 

Stainless steel, Enameled steel, 

Nickel Coated ABS, Glass (with or 

without Silane Coating), PVC, 

Glass/Epoxy, PBT, Polycarbonate, 

Acrylic/Polyurethane paint, Polyester 

paint

-35 90 

 ABS -35 75 

 -35 90 

4991 Polycarbonate, Aluminum, 

Acrylic/Polyurethane paint, Polyester 

paint

-35 90 

3M Adhesive transfer tapes, suitable for indoor or outdoor applications. 

7965MP, 8153LE Urethane Paint, Polyester Paint, 

Acrylic Paint

-35 60 

467 MP, 467 MPF, 468 MP, 468 

MPF, 9667 MP, 9668 MP, 7952 MP, 

7955 MP, 7962 MP, 9172 MP, 9172 

PT, 9185 MP, 9679 MP, EAD217, 

7945 MP, 7953 MP, 7956 MP, 7956 

MWS, 7956 WDL, 7957 MP, 7959 

MP, 7961 MP, 9045 MP, 9056 MP, 

9057 MP, 9057 MPW, 9059 MP, 

9061 MP, 7966 MWS and 7966 

WDL, 

Polycarbonate, Acrylic/Urethane 

coated Polycarbonate

-35 85 

467 MP, 467 MPF, 9667 MP, 7952 

MP, 7962 MP, 9172 MP, 9172 PT, 

9679 MP, EAD217, 7945 MP, 7953 

MP, 7956 MP, 7956 MWS, 7956 

WDL, 7957 MP, 7959 MP, 7961 MP, 

9045 MP, 9056 MP, 9057 MP, 9057 

MPW, 9059 MP and 9061 MP 

Aluminum, Stainless Steel, 

Galvanized Steel, Aluminum coated 

Steel

-35 85 



8153LE Urethane Paint, Polyester Paint, 

Acrylic Paint

-35 60 

9482PC, 9485PC Polycarbonate, Aluminum, 

Galvanized steel, Enameled steel, 

Stainless steel, Ceramic, 

Glass/Epoxy, PBT

-35 90 

 Rigid PVC, ABS -35 75 

3M Thermally Conductive Adhesive Tape, suitable for indoor or outdoor applications. 

9882, 9885, 9890 Glass/Epoxy -35 110 

 Aluminum , Stainless steel -35 90 

8805, 8810, 8815 Anodized Aluminum, Glass/Epoxy -35 100 

3M Adhesive heat cured transfer tapes, suitable for indoor or outdoor applications. 

9245 Ceramic Coated Glass, Stainless 

Steel

-35 105 

 

Marking: Company name and product designation on carton, container, wrapper or package.  
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Copyright © 2006 Underwriters Laboratories Inc.® 

The appearance of a company's name or product in this database does not in itself assure that products so 

identified have been manufactured under UL's Follow-Up Service. Only those products bearing the UL 

Mark should be considered to be Listed and covered under UL's Follow-Up Service. Always look for the 

Mark on the product. 

UL permits the reproduction of the material contained in the Online Certification Directory subject to the 

following conditions: 1. The Guide Information, Designs and/or Listings (files) must be presented in their 

entirety and in a non-misleading manner, without any manipulation of the data (or drawings). 2. The 

statement "Reprinted from the Online Certifications Directory with permission from Underwriters 

Laboratories Inc." must appear adjacent to the extracted material. In addition, the reprinted material must 

include a copyright notice in the following format: "Copyright © 2006 Underwriters Laboratories Inc.®" 

 




