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許書晴

Item Location Nominal Center U deviation L deviation 1 2 3 1 2 3 Upper Lower High Low
1 116.00 116.00 0.30 -0.30 116.05 116.11 115.92 0.05 0.11 -0.08 116.03 37% 27%   P
2 147.00 147.00 0.45 -0.45 147.15 147.19 146.89 0.15 0.19 -0.11 147.08 42% 24%   C
3 16.50 16.50 0.25 -0.25 16.55 16.59 16.42 0.05 0.09 -0.08 16.52 36% 32%  P
4 16.50 16.50 0.25 -0.25 16.56 16.42 16.59 0.06 -0.08 0.09 16.52 36% 32%   P
5 6.00 6.00 0.25 -0.25 6.05 6.09 5.92 0.05 0.09 -0.08 6.02 36% 32%   P
6 106.50 106.50 0.30 -0.30 106.55 106.59 106.42 0.05 0.09 -0.08 106.52 30% 27%   P
7 124.00 124.00 0.45 -0.45 124.12 124.15 123.89 0.12 0.15 -0.11 124.05 33% 24%   C
8 6.00 6.00 0.25 -0.25 6.05 6.08 5.92 0.05 0.08 -0.08 6.02 32% 32%   P
9 16.50 16.50 0.25 -0.25 16.58 16.42 16.48 0.08 -0.08 -0.02 16.49 32% 32%   P

10 135.50 135.50 0.45 -0.45 135.62 135.35 135.68 0.12 -0.15 0.18 135.55 40% 33%   P
11 7.50 7.50 0.25 -0.25 7.56 7.58 7.42 0.06 0.08 -0.08 7.52 32% 32%   P
12 0.175 0.18 0.05 -0.05 0.18 0.18 0.18 0.01 0.01 0.01 0.18 10% 0%   C
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KLX FRPC-1860、1860B薄膜物性表 

 

 
注：以上各项数据通过标准测试方法而获得的代表性数据，但是其数值不能在不稳定用途中作为性能的保证。 

Note: The above figures are typical values obtained under standard methods and should not be construed as 

guaranteed data under unsteady application conditions. 

 

特  性 
Property 

项    目 
Item 

测试方法 
Test Method 

单位 
Unit 

测试值 
Standard Value 

密度 
Density 

ASTM D792 g∕cm3 1.22 物理性能 
Physical 

Performance 吸水率,24hrs 
Absorption Rate,24hrs 

ASTM D570 ﹪ ＜0.35 

拉伸强度 
Tensile Strength 

ASTM D882 
ISO527 

psi 

MPa 
7500 
52 

断裂伸长率 
Tensile Elongation at Break 

ASTM D882 ﹪ 100 

冲击强度 
Impact Strength(0.75mm) 

ASTM D3029 
ISO 6603-1 

ft-lb 
J 

11 
28 

 
机械性能 

Mechanical 
Performance 

撕裂强度 
Tear Strength propagation 

ASTM D1922 g∕mil ＞30 

维卡软化点 
Vicat Softening Temperature 

ASTM D1525 ℃ 135 热性能 
Thermal 

Performance 热收缩率（135℃） 
Shrinkage at 135℃ 

ASTM D1204 % ≤1.0 

介电强度 
Dielectric Strength（0.25mm） 

ASTM D149 V∕mil 1350 

表面电阻 
Volume Resistivity 25℃,50%RH

ASTM D257 Ω ＞1.0×1015 
电气性能 
Electrical 

Performance 
体积电阻率 
Volume Resistivity 25℃,50%RH

ASTM D257 Ω·cm ＞1.0×1016 
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