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SG 1.09 1.11 1.12 1.15 1.15 1.21

WP 145 190 195 235 240 355

HS(Durometer) 31 42 43 52 52 72

TS(Mpa) 6.9 7 8.1 8.8 8.6 8.6

EL(%) 740 450 550 _380 350 270

TR-A(KN/m) 9.1 6 7 6.8 7.5 8

L2 %) 4.1 3.9 3.9 3.8 34 3.3

C-Set(%) 17 6.5 13 9 6.4 6.7

Rb(%) 57 74 70 70 72 49
o
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165°C /15min ~ "

C-set/BeBUR({F - press cure

C-setaAER R + 150°C/22hrs

*]1 : 180°C /22hrs

post cure 200°C /4hrs
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QMFZ2.E231581
Plastics - Component

Additional infarmation regarding this certification can be found in UL's iQ Family of Databases {lq.ul.com).

MEW -- for additional information concerning the Individual material, click an the material designation.
Page Bottom

Plastics - Component

aee General Information for Plastics - Component

MOMENTIVE FERFORMANCE MATERIALS [SHANGHAIL) CO LTD E231581
WAIGADQIAQ FREE TRADE ZONE
56 AIDU RD
200131 SHANGHAI, CHINA
H D
Min. H H RTI v 4 Cc
Thk Flame W A Elec Mech T 9 T
Material Dsg Colar mm Class I I Imp Str R 5 I

Silicone (5I), furnished as uncured rubber and one or two component catalyst.

TSE2211-3U, TSE221-7U, TSE2Z21-8U

ALL 1.3 HE = - 150 - 150 - -
TSE221-4U, TSE221-5U, TSEZ221-6U
CL 0.73 HE - - 150 - 150 - -
ALL 1.98 HE - - 150 - 150
TSE2277U NC 1.0 HB - - 150 = 150 -
3.0 HE . - 150 - 150
XE20-6016U5 ClL 1.0 HE - 150 = 150 -
3.0 HB - - 150 B 150

Silicona Molding Resin (SIR), furnished as plague.

SILPLUS 40MP NC 1.0 HE il - - 150 = 150 = -
Sllplus 50MP MNC 1.0 HB - = 150 - 150 - =
SILPLUS GOMP NC 1.0 HiB - - 150 - 150 - =
SILPLUS 70MP NC 1.0 HB - - 150 = 150

Marking: Company name and material designation on container, wrapper or finished part.
Last Updated on 2011-03-11

Questions? Print this page Notice of Disclaimer Page Top

Copyright 72011 Underwriters Laboratories Inc. 68

The appearance of a company’s name or product in this database does not In Itself assure that products so identificd have been
manufactured under UL's Follow-Up Service. Only those products bearing the UL Mark should be considered to be Listed and

covéred under UL's Follow-Up Service. Always look for the Mark on the product.




UL permits the reproduction of the material contained in the Online Certification Directory subject to the following conditions: 1.
The Guide Information, Designs and/or Listings (files) must be presented in their entirety and in a non-misleading manner,
without any manipulation of the data (or drawings). 2. The statement "Reprinted from the Online Certifications Directory with
permission from Underwriters Laboratories Inc." must appear adjacent to the extracted material. In addition, the reprinted
material must include a copyright notice in the following format: "Copyright © 2011 Underwriters Laboratories Inc.®"

An independent organization woarking for a safter world with Integrity, precislon and knowledge




PGGU2. MH13557 — Marking and Labeling System Materials — Component i, 1/7
L
@_Qmmf_cfmmlmus DIRECTORY
PGGU2.MH13557
Marking and Labeling System Materials - Component
Page Bottom
Marking and Labeling System Materials - Component
See General Information for Marking and Labeling System Materials - Component
NITTO DENKO CORP MH13557
18 AZA HIRAYAMA
NAKAHARA-CHO I
TOYOHASHI-SHI, AICHI-KEN 441-3194 JAPAN
Pressure-sensitive laminating adhesives:
Face i
Stock Max Min
Model Face Thk Application Temp Temp | rndoor | Outdoor | Additional
No. Stock (mm) Surface (<) (<) Use Use Conditions
500, 5008, 500A, 500AB, 500WH, 500BWH, 500AWH, 500ABWH
Aluminum 0.050 - Aluminum 150 -40 X X =
0.81
0.050 - Galvanized steel 150 -40 X X -
0.81
0.050 - Acrylonitrile 80 -40 X X -
0.81 butadiene styrene
0.050 - Polypropylene 80 -40 X X - i
0.81
0.050 - Polyethylene 60 -40 X - -
0.81 terephthalate
0.050 - Polystyrene 60 -40 X X -
0.81
5000NSU, 5000NS, S000NSWH .
Aluminum 0.050 Aluminum 150 -29 X - -
0.050 Acrylonitrile 80 -29 X - -
butadiene styrene
0.050 Polyethylene 80 -29 X - -
terephthalate
0.050 Polypropylene 80 -29 X - -
0.050 Polystyrene 60 -29 X - - ™
'_f"' BEZ s 2N
Stainless | 0.050 Aluminum 150 -29 X - / X W N A&
steel i E
0.050 Acrylonitrile 80 -29 X - - e .
butadiene styrene i,f;;‘jl/*} _1 ﬁ‘ 1_;
: « N Tix
0.050 Polyethylene 80 -29 X - . .
terephthalate ! T —
0.050 Polypropylene 80 -29 X - -
0.050 Polystyrene 60 -29 X - -
[
mhtml:file://\\192. 168. 0. 245\ TF2#B\ & 5% M \PGGU2_MH13557%20-%20Marki... 2012/9/6
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Aluminum 0.050 Aluminum 150 -29 -
0.050 Acrylonitrile 80 -29 =
butadiene styrene
0.050 Polyethylene 80 -29 =
terephthalate
0.050 Polypropylene 80 =29 -
0.050 Polystyrene 60 -29 -
Stainless 0.050 Aluminum 150 -29 =
steel
0.050 Acrylonitrile 80 -29 =
butadiene styrene i
0.050 Polyethylene 80 -29 -
terephthalate
0.050 Polypropylene 80 -29 ~
0.050 Polystyrene 60 -29 -
503N
Aluminum 0.050 - Aluminum 150 -40 -
0.81
0.050 - Galvanized steel 150 -40 -
0.81
0.050 - Acrylonitrile 80 -40 -
0.81 butadiene styrene
0.050 - Polypropylene 80 -29 =
0.81
0.050 - Polystyrene 60 -40 -
0.81 It
5713
Aluminum 0.050 Acrylonitrile 60 -40 -
butadiene styrene
0.050 Aluminum 60 -40 -
0.050 Stainless steel 60 -40 .
Stainless 0.050 Acrylonitrile 60 -40 -
steel butadiene styrene
0.050 Aluminum 60 -40 =
0.050 Stainless steel 60 -40 =
591
Aluminum 0.050 - Aluminum 175 -40 -
0.81
0.050 - Galvanized steel 175 -40 - i
0.81 &
0.050 - Acrylonitrile 80 -40 =
0.81 butadiene styrene "
0.050 - Polypropylene 80 -40 W A |4
0.81 .
0.050 - Polystyrene |, 60 -40 -
0.81
5919

mhtml:file://\\192. 168. 0. 245\ T F5 #5\ ilz# # \PGGU2_MH13557%20-%20Marki. . .

2012/9/6
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Stainless 0.050 Aluminum 150 =29 X - -
steel
0.050 Acrylonitrile 80 -29 X - -
butadiene styrene
0.050 Polyethylene 80 -29 X B -
terephthalate
0.050 Polystyrene 60 -29 X - -
5919ML, 5919MLW
Aluminum 0.050 Aluminum 150 -40 X = -
0.050 Epoxy 150 -40 X - -
0.050 Polyimide 150 -40 X - - :
0.050 Stainless steel 150 -40 X = =
0.050 Polyethylene- 125 -40 X - -
naphthalate
0.050 Acrylonitrile 80 -40 X - -
butadiene styrene
0.050 Polyethylene 80 -40 X & =
terephthalate
0.050 Polystyrene 60 -40 X - -
GA5903
Aluminum 0.050 Aluminum 150 -40 X = =
0.050 Stainless steel 150 -40 X - -
0,050 Acrylonitrile 80 - -40 X - -
butadiene styrene I
0.050 Polyethylene 80 -40 X = &
terephthalate
0.050 Polycarbonate 60 -40 X - -
GA5905
Aluminum 0.050 Aluminum 150 -40 X - -
0.050 Stainless steel 150 -40 X - -
0.050 Acrylonitrile B8O -40 X = =
butadiene styrene
0.050 Polyethylene 80 -40 X - -
terephthalate
0.050 Polycarbonate 60 -40 X - -
GAG606, GAGOB
Aluminum 0.050 Aluminum 150 -29 X = -
0.050 Ec:yl;nitrilew 80 -29 X . - .:;#”‘" ST
utadiene styrene ¥ e
0.050 Polycarbonate 80 -29 X - 4 I {’-r
o o [ |® [ | K#&rnrwmas
0.050 Polypropylene 80 -29 X : s g ,
0.050 Polystyrene |, 60 -29 X - -
Stainless 0.050 Aluminum 150 -29 X = =

steel

mhtml:file://\\192. 168. 0. 245\ T FEFE\ %MW \PCGU2_MH13557%20~-%20Marki. .. 2012/9/6
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0.050 Acrylonitrile 80 =29 X - -
butadiene styrene
0.050 Polycarbonate 80 -29 X - -
0.050 Polyethylene 80 -29 X - -
terephthalate
0.050 Polypropylene 80 =29 X - -
0.050 Polystyrene 60 -29 X - -
GA80SB, 5114
Aluminum 0.050 Aluminum 150 -29 X - - i
0.050 Acrylonitrile 80 -29 X - -
butadiene styrene
0.050 Polyethylene 80 -29 X - -
terephthalate
0.050 Polypropylene 80 =29 X = =
0.050 Polystyrene 60 =29 X - -
Stainless 0.050 Aluminum 150 -29 X - -
steel :
0.050 Acrylonitrile 80 -29 X - -
butadiene styrene
0.050 Polyethylene 80 -29 X - -
terephthalate
0.050 Polypropylene 80 -29 X - -
0.050 Polystyrene 60 -29 X - - ¢
GAB35
Aluminum 0.05 Acrylonitrile 80 -29 X - -
butadiene styrene
0.05 Polyethylene 80 -29 X = &
terephthalate
0.05 Polypropylene 80 -29 X = =
0.05 Polystyrene 60 -29 X - -
Stainless 0.05 Acrylonitrile 80 -29 X - -
steel butadiene styrene
0.05 Polyethylene 80 -29 X = -
terephthalate
0.05 Polypropylene 80 -29 X - -
0.05 Polystyrene 60 -29 X - -
GA835CN {
Aluminum 0.050 Acrylonitrile 80 =29 X - -
butadiene styrene g T
0.050 Aluminum 80 -29 X - -
0.050 Polycarbonate 80 -29 X - -
0.050 Polyethylene 80 -29 X - -
terephthalate
0.050 Polypropylene 80 -29 X - . e T
0.050 Poiystyrene‘ 60 -29 X - -
Stainless 0.050 Acrylonitrile 80 -29 X - -
steel butadiene styrene

mhtml:file://\\192. 168. 0. 245\ T F2¥#B\ iz M \PGGU2_MH13557%20-%20Marki. .. - 3012/9/6



PGGU2. MH13557 — Marking and Labeling System Materials — Component g, 5/7
0.050 Aluminum 80 -29 -
0.050 Polycarbonate 80 -29 -
0.050 Polyethylene 80 -29 -
terephthalate
0.050 Polypropylene 80 -29 =
0.050 Polystyrene 60 -29 -
GA907 \
Aluminum 0.050 Aluminum 150 -40 =
0.050 Acrylonitrile 80 -40 o
butadiene styrene
0.050 Polyethylene 80 -40 -
terephthalate
0.050 Polypropylene 80 -40 -
0.050 Polystyrene 60 -40 -
GA937
Aluminum 0.050 Acrylonitrile 80 -40 =
butadiene styrene
0.050 Aluminum 80 -40 -
0.050 Polyethylene 80 -40 -
terephthalate
0.050 Polypropylene 80 -40 - {
0.050 Polystyrene 60 -40 =
] LA-50, LA-100
Stainless 0.05 Nickel plated metal 100 -40 =
steel
0.05 Stainless steel 100 -40 -
I No. 5000E
Aluminum 0.050 - Aluminum 150 -40 -
0.050
0.050 - Galvanized steel 150 -40 -
0.050
0.050 - Acrylic 80 -40 -
0.050
0.050 - Acrylonitrile 80 -40 -
0.050 butadiene styrene |
0.050 - Polycarbonate 80 -40 =
0.050
0.050 - Polyethylene 80 -40 =
0.050 terephthalate
0.050 - Polypropylene 80 -40 ~ | AL - ;._:"
0.050 V] M| 453
0.050 - Polystyrene 60 -40 =
0.050
~5— = #
No. 571208 BB
Y,
Aluminum 0.050 - Acrylic p 60 -29 o
0.050
0.050 - Aluminum 60 -29 -
0.050
i
mhtml: file://\\192. 168. 0. 245\ TF2\ /B #4 M \PGCU2_MH13557%20—-%20Marki. .. 2012/9/6
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0.050 - Glass 60 -29 X - -
0.050
0.050 - Polycarbonate 60 .-29 X - =
0.050
0.050 - Stainless steel 60 =29 X = =
0.050
NO.5610 4
Aluminum 0.050 Aluminum 60 -29 X = =
0.050 Galvanized steel 60 -29 X = =
0.050 Glass 60 =29 X - =
0.050 Polycarbonate 60 -29 X - -
0.050 Stainless steel 60 -29 X = -
No.57120SB
Aluminum 0.050 Acrylic 60 -29 X - -
0.050 Aluminum 60 -29 X - =
0.050 Glass 60 -29 X “ =
0.050 Polycarbonate 60 -29 X - -
0.050 Stainless steel 60 -29 X - -
VR-5300, VR-5300H '
Aluminum 0.050 Acrylonitrile 80 -40 X - -
butadiene styrene
0.050 Aluminum 80 - -40 X - -
0.050 Polyethylene 80 -40 X - =
terephthalate
0.050 Polypropylene 80 -40 X - -
0.050 Polystyrene 60 -40 X - -

Pressure-sensitive unprinted label stocks:

Model Application Max Temp Min Temp Indoor Outdoor Additional
No. Surface (c) (c) Use Use Conditions

AS-020PB11N

Aluminum 60 -29 X - - '
Galvanized steel 60 -29 X - - > .
Glass 60 =29 X = = !"‘
Polycarbonate 60 -29 X - -

Stainless steel 60 -29 x - =

=
Note: Application surfaces are smooth, flat, and rigid unless otherwise specified. Labels suitable for application to two or more

plastic or painted surfaces are considered suitable for blends of those plastics or paints, with Conditions of Acceptability
common to the individual components in the blend.

Marking: Company name or tradename "NITTO DENKO CORPORATION" , "NITTO TAPE" or trademark

%@1&'\: it EemET
2 NITTO DENKO B Bosmranzn

mhtml:file://\\192. 168. 0. 245\ T F2 &\ st 75 W \PGGU2_MH13557%20-%20Marki. .. 2012/9/6
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= NITTO DENKQO NTTO  NTODENKO

model designation.
Last Updated on 2012-08-23

Questions? Print this page Terms of Use Page Top ' i

02012 UL LLC

When the UL Leaf Mark is on the product, or when the word "Environment" is included in the UL Mark, please search the UL
Environment database for additional information regarding this product's certification.

The appearance of a company’s name or product in this database does not in itself assure that products so identified have been
manufactured under UL's Follow-Up Service. Only those products bearing the UL Mark should be considered to be Listed and
covered under UL's Follow-Up Service. Always look for the Mark on the product.

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following conditions: 1.
The Guide Information, Designs and/or Listings (files) must be presented in their entirety and in a non-misleading manner,
without any manipulation of the data (or drawings). 2. The statement "Reprinted from the Online Certifications Directory with
permission from UL" must appear adjacent to the extracted material. In addition, the reprinted material must include a
copyright notice in the following format: "© 2012 UL LLC".
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General Silicones Co., Ltd.
No. 7, Lane 52, Nan-Kang St.,

Hsiang-Shan, Hsin-Chu City,
Taiwan, R.O.C. Page 1 of 4

Product Safety Data Sheet

1. Product and company identification

Product Number GSP series
Other/Generic Names Silicone Rubber Spacer
Manufactiurer:

General Silicones Co., Ltd.
No. 7, Lane 52, Nan-Kang St., Hsiang-Shan,
Hsin-Chu City, Taiwan, R.O.C. 3

2. Composition/information on ingredients

Ingredient Names CASH Weight % ]
Vinyl stopped Polydimethylsiloxane 68083-18-1 40-90

Silica 7631-86-9 7-30
Dimethylpolysiloxane T0131-67-8 0.7~5

Water 7732-18-5 0.7~5 .
Polyethylene terephthalate film (PET) 25038-59-9 1.6~30

3. Hazards identification

Emergency Overview

Potential Health Hazards:

SKIN: This product is not hazardous in case of skin contact (irritant, sensitizer).
EYES: Not a likely route of entry

INHALATION: Not a likely route of entry

INGESTION: Nol a likely route of entry

DELAYED EFFECTS: None known

Ingredients found on one of the OSHA-designated carcinogen lists are listed below:

|

|

|

Ingredient Name NTP Status [ARC Status OSHA Standard |
MSDS GSP SERIES
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N/A N/A

N/A N/A

4. FIRST AID MEASURES

N/A for material as supplied at room temperature.

5. FIRE FIGHTING MEASURES

FLASH POINT:

N/A

FLAMMABLE LIMITS IN AIR (% BY VOL)

N/A, solid material

EXTINGUISHING MEDIA:

Use media appropriate to primary source of fire.

UNUSUAL FIRE HAZARDS:

Combustible but not readily ignited. Burning is
accompanied with melting and dripping which
may cause the fire to spread. Combustion will

evolve irritant vapors.

6. ACCIDENTIAL RELEASE MEASURES

N/A, solid material

7. HANDLING AND STORAGE

Store and handle using good warehouse practices. Avoid high humidity and keep away from heat

and sources of ignition.

8. EXPOSURE CONTROLS / PERSONAL PROTECTION

ENGINEERING CONTROLS: N/A
PERSONAL PROTECTIVE EQUIPMENT
RESPIRATORY PROTECTION: Use appropriate NIOSH-approved respirator in
presence of decomposition fumes or dust.
EYES AND FACE: Use of safety glasses is recommended.

HANDS, ARMS, AND BODY:

N/A

OTHER CLOTHING AND EQUIPMENT:

N/A

MSDS GSP SERIES
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Exposure Guidelines

Guidelines exist for the following ingredients:

Ingredient Name ACGIH TLV OSHA PEL Other limit

N/A N/A N/A N/A

Other exposure limits for the decomposition products normally associated with product use are as

follows.: N/A.

9. PHYSICAL AND CHEMICAL PROPERTIES

APPEARANCE Opaque gray
PHYSICAL STATE: Solid
MOLECULAR WEIGHT: N/A
CHEMICAL FORMULA: N/A
ODOR: Odorless
SPECIFIC GRAVITY: N/D
SOLUBILITY IN WATER: Insoluble
PH: N/A
BOILING POINT: N/A
MELTING POINT: N/A
VAPOR PRESSURE: N/A
VAPOR DENSITY: N/A
% VOLATILES: N/D
FLASH POINT: N/A
(N/D = not determined, N/A = not applicable)
10. STABILITY AND REACTIVITY
NORMALLY STABLE? Stable
INCOMPATIBILITIES: Strong oxidizing agent
HAZARDOUS
DECOMPOSITION PRODUCTS:- Under commonly recommended conditions

MSDS GSP SERIES
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decomposition is not anticipated.

HAZARDOUS POLYMERIZATION? Hazardous polymerization will not occur.

11. TOXICOLOGICAL INFORMATION

IMMEDIATE (ACTUE) EFFECTS: No acute effects have been identified.
DELAYED (SUBCHRONIC AND CHRONIC) |No delayed or chronic effects have been
EFFECTS: identified.

OTHER DATA: i N/A

12. ECOLOGICAL INFORMATION

These materials are chemically unreactive, non-toxic, non-water soluble, and non-biodegradable.

13. DISPOSAL CONSIDERATIONS
OTHER DISPOSAL CONSIDERATIONS:
Dispose in an approved landfill or by incineration, in compliance with federal, state, and local

regulations.

14. TRANSPORT

US DOT HAZARD CLASS: N/A

US DOT ID NUMBER: N/D

PACKAGING INFORMATION: Using the cartons, pallet and paper core.

15. REGULATORY INFORMATION
USER: Not classified as hazardous to users

TRANSPORT:  Not classified as hazardous for transport

16. OTHER INFORMATION
CURRENT ISSUE/REVIEW DATE: July 20, 2009
PUBLISHED BY: QUALITY ASSURANCE DEPARTMENT, GENERAL SILICONES CO., LTD.

MSDS GSP SERIES



Material Safety Data Sheet

Date:2011.4.20

1. Product and company identification

Product name :
Name of product :
Supplier product code:

Company identification
Name of supplier :

ZIP code:

Address :

A section in charge :
Telephone number :
Fax number/e-mail ;

Double coated adhesive tape
GAB35CN

NITTO DENKO(SHANGHAI SONGJIANG)CO.,LTD
201613

716 LIANYANG ROAD SONGJIANG INDUSTRIAL ZONE
SONGJIANG SHANGHAI CHINA

QUALITY MANAGEMENT DEPT.

86-021-5774-2184

86-021-5774-2185

Emergency telephone number: 86-021-5774-2184

Recommended use or
Limitations on use:

Adverse human health effects:
Physical and chemical hazards;

Specific hazards:

Recommended use: For bonding nameplates, metal sheets,
Fix the Hardware of mobile, such as LCD plate.

Hazards identification

No data
No data
No data

3. Composition / information on ingredients

Substance or Mixture:

Article (The said product is an article material and not a
chemical one which MSDS is required officially)

The common chemical
name or the generic
name

Acrylic adhesive Polyester film Release liner

Synonyms

Adhesive Base material Release liner

EINECS / REACH
Registration No:

£

4. First-aid measure

Inhalation :
Skin contact :

Generally, no possibility of inhalation.
wash it out with large amount of water and soap. when a skin rash

is developed. Consult a doctor immediately.

_ggoaer P =




8.

Eye contact : Immediately wash it off with running water for more than 16
minutes. Consult a doctor if necessary.

Ingestion : Immediately induce vomiting and then consult a doctor.

The most important no information available. !
symptoms and effects: "
Protection of no information available.

first—aiders:

Special notes to a no information available.

physician:

. Fire-fighting measure

Extinguishing media: Bags of water, ABC multi-purpose extinguisher,powder
extinguisher, CO, extinguisher.

NOT suitable No information available.

extinguishing media:

Specific hazards: No information available.

Specific methods: No information available.

Protection of Wear respirator or eye protection if needed.

fire-fighters:

Accidental release measures _
L]

Personal precautions: Will not occur. Not specified.

Protective equipment Will not occur. Not specified.

and emergency measures:

Environmental precautions:  Will not occur. Not specified.
Method and materials Will not occur. Not specified.
for containing:

Handling and storage
Handling
Technical measures: Not specified.
Local and general Not required for use in normal temperature.
ventilation: Provide adequate ventilation when performing
high-temperature processing.
Precaution: Use caution and protective gloves to avoid cuts with edges of
tape liners.
Safe handling advice Not specified. .
(avoidance of contact): .
Storage
Technical measures: Not specified.
Suitable storage conditions: Store at room temperature and normal humidity awa
sunlight
Storage conditions to Avoid store at high temperatures. / ﬁ#fi #
be avoided: i
Incompatible products: Not data.

Packaging materials: Shipping package \‘:ﬁ' T E ﬁ{

Exposure controls / personal protection




Standard control concentration:
Control parameters:
Engineering measures:
Personal protective equipment

Respiratory protection:

Hand protection:

Eye protection:

Skin and body protection:
Hygiene measures:

Not specified.
Not specified.
Not required.

Not required.
Not required.
Not required.
Not required.
Normally not required.

9. Physical and chemical properties

Form:

Color:

Odor:

pH:

Fusing point:

Boiling point:

Boiling range:

Flash point:

Spontaneous ignition temperature:
The upper and lower limit of
ignition or explosion range:

Vapor pressure:

Vapor density:

Weight:

Solubility:

Octanol / water partition coefficient:
Decomposition temperature:
Other data:

10 .stability and reactivity

Stability:

Hazardous stability:
Condition to avoid:
Incompatible products:
Hazardous decomposition
products:

11. Toxicological information

Acute toxicity:
Skin corrosion property/
Stimulativeness:
Critical damage and
stimulativeness to eye:
Respiratory organs sensitization
or skin sensitization:
Generative cell mutagenicity:
Carcinogenicity:

Roll type(Article)
adhesive: Unclear yellow
Nothing particular

No data available.

No data available. .

No data available.

No data available.

No date available.

No data available.

No data available.

No data available.
No data available.
About 167g/m?
Insoluble in water.
No data available.
No data available.
Inflammability

Stable under normal conditions of use and storage.
No data available.

Not specified.

No information available.

No information available.

No information available. /

No information available.

No information available.
No information available.

No information available.
No information available.



Reproductive toxicity:

Specified target organ / general
toxicity — single exposure:

Specified target organ / general
toxicity — repetitive exposure:
Aspiration respiratory organs hazard:

12. Ecological information

Persistence/ degradability:
Bioaccumulation :

Mobility in soil :

Other hazardous effect :

13. Disposal considerations

Waste from residues:

Contaminated: Package:

14. Transport information

Land:

Inland waterways:

Sea:

Air:

The UN classification number:

No information available. +
No information available.

No information available.

No information available.

No information available.
No information available.
No information available.
No information available.

Dispose of the products industrial waste.
When burning it, use an incinerator which satisfies its

technical guidelines(the residence time is 2 seconds or
more at a temperature of 800°C or more). Contact an
authorized industrial waste treatment company for
off-site disposal.

Contact a recycling manufacture.

‘Follow the general cautions in the section “Handling and
Storage.

‘Make sure the container is free from leakage. Load
pearly to prevent the container from shock, falling or
breaking.

‘Follow the general cautions in the section “Handling and

Storage.

-Make sure the container is free from leakage. Load
pearly to prevent the container from shock, falling or
breaking. i

‘Follow the general cautions in the section ; Handling
and Storage.

-Make sure the container is free from leakage. Load
pearly to prevent the container from shock, falling or
breaking.

-Follow the general cautions in the section ; Handling
and Storage.
‘Make sure the container is free from leakage. Load

pearly to prevent the container ck, fallin “or
breaking. &j’ {t? '
Not correspond. {/
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Specific precautionary transport  Avoid prolonged outside storage in high temperature.
measures and conditions:

15. Regulatory information

Local regulation: Fire Service Act: Designated inflammables
(Synthetic resins: Others)

16. Other information

1. Handle this product with great care, since the evaluation of it's danger and toxicity may not
be sufficient. :

2. The above information is based on the most up-to-date, yet the values of content and
physical / chemical properties are not guaranteed.

+

3. The cautionary statements are applicable for ordinary handling only. For special handling.
Please devise safety measures appropriate for the use.



