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FAIl Data Sheet

Drawing Number: 40.64W12.001 Supplier : TEX-CHU Date: 2012.12.13 New:
Part Name: MYLAR EJECTOR HU230 Submission No : Cavity / Tool # : Revised: |#k 5.3
Revision: Material Spec : KLX FRPC-1860B+3M467MP Inspector: (R Resubmission:
Drawing Specifications Inspection Rgsu_lts Inspection Analysis - Inspection Supplier Engineering
Sample Number Deviation from Center Mean % Tolerance Acc/Rej Method Remarks Disposition
Item [ Location Nominal Center [U deviation| L deviation 1 2 3 1 2 3 Upper | Lower High Low
1 14.00 14.00 0.25 -0.25 14.15 14.09 13.92 0.15 0.09 -0.08 14.05 60% 32% B
2 6.50 6.50 0.25 -0.25 6.55 6.61 6.44 0.05 0.11 -0.06 6.53 44% 24% P
3 0.10 0.10 0.05 -0.05 0.10 0.10 0.10 0.00 0.00 0.00 0.10 0% 0%




KLX FRPC-1860.
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Property Item Test Method Unit Standard Value
Y3 RE i%si t ASTM D792 g/cm’ 1.22
Physical ok zy%h

Performance oS ASTM D570 % <0.35
Absorption Rate,24hrs
For Ao ASTM D882 psi 7500
Tensile Strength 1ISO527 MPa 52
e S (e L 52

. Wi ASTM D882 % 100
MU RE Tensile Elongation at Break

Mechanical I o ASTM D3029 ft-Ib 11

Performance Impact Strength(0.75mm) ISO 6603-1 J 28
2 iR
WAL , ASTM D1922 g/ mil >30
Tear Strength propagation
AERIAL AN f

IERE %HM)C _ ASTM D1525 C 135

Thermal Vicat Softening Temperature
Pull g% "
Performance | L (135C) ASTM D1204 % <10
Shrinkage at 135 C
- -
TR ASTM D149 v/ mil 1350
Py Dielectric Strength (0.25mm)
H A RE EHE R
Electrical o ASTM D257 Q >1.0x10"
Volume Resistivity 25 C,50%RH
Performance e
e ASTM D257 Q-cm >1.0x10"®

Volume Resistivity 25 C,50%RH
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Note: The above figures are typical values obtained under standard methods and should not be construed as

guaranteed data under unsteady application conditions.
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Plastics - Component

Additional information regarding this certification can be found in UL's iQ Family of Databases (ig.ul.com).
MNEW -- for additional information concerning the individual material, click on the material designation.
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Plastics - Component

See General Information for Flastice - Component

CHENGDU KANGLONGXIN PLASTICS CO LTD E315185
1002, FLAT C, SHOU ZU0Q BLDG

43 SEC 4 RENMIN NAN RD

CHENGDU, SICHUAN 610041 CHINA

H - D
Min. H [ H RTI v 4 c
Thk Flame W | A Elec Mech T 9 T
Material Dsg Color mm Class I 1 Imp Str R 5 I

Polycarbonate (PC), furnished as film.

KLX FRPC-870B, KLX FRPC-870BF, KLX FRPC-870BH, KLX FRPC-870BFH, KLX FRPC-83B, KLX FRPC-
83,KLX FRPC-F70, KLX FRPC-700B, KLX FRPC-700BF, KLX FRPC-60, KLX FRPC-60H, KLX FRPC-63,KLX
FRPC-63H, KLX FRPC-65, KLX FRPC-65H

NC, BK 0.12 WTM-0 = = 80 80 80
0.24 VTM-0 = & 80 80 g0

0.25 V-0 = & 80 80 80

1.8-1.98 V-0 = & 80 80 80

Polycarbonate (PC), furnished as pellets.
H KLX FRPC-1860, H KLX FRPC-1860B, H KLX FRPC-1860-83, H KLX FRPC-1860-83B, H KLX FRPC-1860-
1, H KLX FRPC-1860B-1, H KLX FEPC-1860-NTC, H KLX FRPC-1860B-NTC, H KLX FRPC-1860B-3, H KLX
FRPC-1860-3, H KLX FRPC-1870B-K, H KLX FRPC-1860B-HY, H KLX FRPC-1860-HY, H KLX FRPC-1860B-
K; H KLX FRPC-1860-K, H KLX FRPC-1860W
- NC, BK 0.05 WTM-0 £ = 80 80 a0
0.1-0.11 WTM-0 = - 80 80 80
KLX FRPC-1860, KLX FRPC-1860B, KLX FRPC-1860-83, KLX FRPC-1860-83B, KLX FRPC-1860-1, KLX
FRPC-1860-NTC, KLX FRPC-1860B-NTC, KLX FRPC-1860B-3, KLX FRPC-1870B-K, KLX FRPC-1860B-HY,
KLX FRPC-1860-HY, KLX FRPC-1860B-K, KLX FRPC-1860-K, KLX FRPC-1860W
NC, BK 0.125-0.193 WTM-0 i = 80 80 20
0.26-2.0 V-0 i & 80 30 a0

KLX PC-811A, KLX PC-B13A, KLX PC-813AF, KLX PC-812A, KLX PC-815A, KLX PC-816A, KLX PC-832B,
KLX PC-835B, KLX PC-835BG, KLX PC-863B, KLX PC-832BF, KLX PC-835BF

NC 0.125-0.135 WTM-2 i = 80 80 a0
2.0-2.2 W-2 - - a0 a0 g0
Polycarbonate (PC), furnished as pellets, sheets..

KLX FRPC-1870B BK | 0.125-0.174 . VTM-0 - - 80 80 - a0

0.175-0.239 WTM-0 = - 80 80 a0
0.24 V-0 = = 80 80 a0
1.7 V-0 = = 80 80 80

Marking: Company name and material designation on container, wrapper or finicshed part.
Last Updated on 2010-02-11
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Polymeric Adhesive Systems, Electrical Equipment - Component
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Polymeric Adhesive Systems, Electrical Equipment - Component

See General Information for Polymeric Adhesive Systems, Electrical Equipment - Component

3M COMPANY

INDUSTRIAL ADHESIVES & TAPES DIV
3M CENTER

BLDG 230-25-29

ST PAUL, MN 55144 USA

Product
Dsg Surface

3M VHB Double sided adhesive foam tapes, suitable for indoor or outdoor applications.

4433, 4434 Stainless Steel, Nickel, Copper,
Aluminum, Brass, Glass

4615 Aluminum, Galvanized steel,
Enameled steel, Stainless steel,
Glass/Epoxy

Polycarbonate, PBT
ABS, PVC

4646, 4611, 4655 Stainless Steel, Aluminum,
Galvanized steel, Glass,

Min
Temp

Rating
C

-35

-35

MH17478

Max
Temp

Rating
C

90

110

90

75

110



Glass/Epoxy, Phenolic

Nylon, Polycarbonate

ABS, Rigid PVC

4922 ABS, Polycarbonate, Polyamide

Phenolic, Aluminum, Galvanized
steel, Alkyd enamel

Unplasticized Polyvinyl Chloride

4945 ABS, Polycarbonate, Polyamide,
Stainless Steel, Acrylic/Polyurethane
paint, Polyester paint

Phenolic, Aluminum, Galvanized
steel, Alkyd enamel

Unplasticized Polyvinyl Chloride
Aluminum
Phenolic, Enameled steel

5925, 5952, 5962 Polycarbonate, Aluminum,
Acrylic/Polyurethane paint,
Galvanized steel, Polyester paint

Rigid PVC
5952 Acrylic, Cellulose Acetate Butyrate
3M VHB Adhesive transfer tapes, suitable for indoor or outdoor applications.

9460PC, F-9460PC, 9469PC, ABS, Polycarbonate, Galvanized
F-9469PC, 9473PC, F-9473PC steel

Aluminum, Phenolic, Enameled
steel, Stainless steel, Ceramic,
Glass/Epoxy

Rigid Polyvinyl Chloride

9469PC, F-9469PC Nickel plated 1ron

3M VHB Double sided adhesive foam tapes, suitable for indoor or outdoor applications.

4914, 4920, 4930, 4950 Aluminum, Galvanized steel,
Enameled steel, Stainless steel,
Ceramic, Glass/Epoxy

ABS, Polycarbonate, Rigid PVC

-35

-35

-35

-35

-35

-35

90
75
90
110

75

90

110

75
90
110
90

75
90

90

110

75

110

110

75



4905, 4910

4919F, 4919P, 4926, 4936, 4936F,
4941, 4941F, 4946, 494TF, 4947P,
4956, 4956F, 4979, 4979F

4991

PBT, Acrylic

Polycarbonate, Aluminum,
Acrylic/Polyurethane paint

Ceramic

Aluminium, Galvanized steel,
Stainless steel, Enameled steel,
Nickel Coated ABS, Glass (with or
without Silane Coating), PVC,
Glass/Epoxy, PBT, Polycarbonate,
Acrylic/Polyurethane paint, Polyester
paint

ABS

Polycarbonate, Aluminum,
Acrylic/Polyurethane paint, Polyester
paint

3M Adhesive transfer tapes, suitable for indoor or outdoor applications.

7965MP, 8153LE

467 MP, 467 MPF, 468 MP, 468
MPF, 9667 MP, 9668 MP, 7952 MP,
7955 MP, 7962 MP, 9172 MP, 9172
PT, 9185 MP, 9679 MP, EAD217,
7945 MP, 7953 MP, 7956 MP, 7956
MWS, 7956 WDL, 7957 MP, 7959
MP, 7961 MP, 9045 MP, 9056 MP,
9057 MP, 9057 MPW, 9059 MP,
9061 MP, 7966 MWS and 7966
WDL,

467 MP, 467 MPF, 9667 MP, 7952
MP, 7962 MP, 9172 MP, 9172 PT,
9679 MP, EAD217, 7945 MP, 7953
MP, 7956 MP, 7956 MWS, 7956
WDL, 7957 MP, 7959 MP, 7961 MP,
9045 MP, 9056 MP, 9057 MP, 9057
MPW, 9059 MP and 9061 MP

Urethane Paint, Polyester Paint,
Acrylic Paint

Polycarbonate, Acrylic/Urethane
coated Polycarbonate

Aluminum, Stainless Steel,
Galvanized Steel, Aluminum coated
Steel

-35

-35

-35

90
90

110

90

75
90
90

60

85



8153LE Urethane Paint, Polyester Paint, -35 60
Acrylic Paint

9482PC, 9485PC Polycarbonate, Aluminum, -35 90
Galvanized steel, Enameled steel,
Stainless steel, Ceramic,
Glass/Epoxy, PBT

Rigid PVC, ABS -35 75

3M Thermally Conductive Adhesive Tape, suitable for indoor or outdoor applications.

9882, 9885, 9890 Glass/Epoxy -35 110
Aluminum , Stainless steel -35 90
8305, 8810, 8815 Anodized Aluminum, Glass/Epoxy -35 100

3M Adhesive heat cured transfer tapes, suitable for indoor or outdoor applications.

9245 Ceramic Coated Glass, Stainless -35 105
Steel

Marking: Company name and product designation on carton, container, wrapper or package.
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