Specification for approval

SERPHIT
Wiwynn Part No:47.64W32.001
Description:RUB HDD STOPPER HU230
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Vendor Model No:DZ-10-6
Description: ) fF & E10*6

Issued Date: 2012.12.18

Approved Date: 2012.12.18

Approved by  |Approved by Prepared by

(Wiwynn) (vendor) (vendor)
ST S TR

2012.12.18

2012.12.18




1 ? 3 | i

ITEM PART NO. PART NAME RAW MTL COLOR ARTWORK MATERIAL FINISH PROCESS FINISH COLOR
47.64W32.001 £4382
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.
(@
e
4
SCALE  5.000 ji
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1.6mm thickness with adhesive layer backside

TOL + MODEL NAME
e [ fwe [ st fse Jejre jc [ues KNUX RUB HDD STOPPER HUZ30
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o0 (o 0% 00 020 |00 00 M0 L TORN | Arge Lin | % [meteriaL | £4382 TBD REV. | DESCRIPTION [SIGN [DATE
120~300 | 015 | 030 | 025 | 045 | 040 | 0.80 | 3.00 DSN Arg@ Lin W18 | FINISH @ E{ DIMIN mmn gEAEETDWG
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FAIl Data Sheet

Drawing Number: 47.64W32.001 Supplier : TEX-CHU Date: 2012.12.18 New:
Part Name: RUB HDD STOPPER HU230 Submission No : Cavity / Tool # : Revised: |#k 5.3
Revision: Material Spec : E4382+SONY G4000 Inspector: (R Resubmission:
Drawing Specifications Inspection Rgsu_lts Inspection Analysis - Inspection Supplier Engineering
Sample Number Deviation from Center Mean % Tolerance Acc/Rej Method Remarks Disposition
Item [ Location Nominal Center [U deviation| L deviation 1 2 3 1 2 3 Upper | Lower High Low
1 A2 10.00 10.00 0.30 -0.30 10.12 10.16 9.89 0.12 0.16 -0.11 10.06 53% 37% C
2 B2 6.00 6.00 0.30 -0.30 6.11 5.89 5.88 0.11 -0.11 -0.12 5.96 37% 40% ©
3 B3 1.60 1.60 0.30 -0.30 1.65 1.70 1.50 0.05 0.10 -0.10 1.62 33% 33% C




ATTN:

INSPECTION STANDARD

INCAC CORPORATION CO., LTD

FOAM = PRODUCT DIVISION

April.20.2007

Item

Rubber Sponge E—4382

Physical
Property Unit Specification Test Method
Hardness - 205 SRIS 0101
Tensile Strength MPa 0. 49= JI'S K 6251
Elongation % 120= JISK 6251
Apparent Density g/c:m:3 0. 16x0. 03 SRIS 0101
Compression Set % 302 ASTM D 1056
Shrinkage Against
% 1.52 70°Cx4h

Heat
Water Absorption Test % 52 ASTMD 1056
Compression lLoad

- kPa 39. 2~78. 4 ASTM D 1056
Flexibility Test (25%)

NOTE:
These standards only regulate Inoac Corporation’ s testing
methods for physical properties of industrial unicellular rubber sponge
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TDS-009
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