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RT ND RT NAME TL COLOP RT VIORK TERI FINISH PROCESS FINISH COLOR
47,644/18.001
) - 28.00+0.5 -
1 SCALE 2,000 B
pal +
N
é
6.0 mm thickness with adhesive layer backside L
TOL MODEL NAME
RANGE A )| D DDECC TC N
TN N N N R R M ANDX | RUB HID PRESS ISOLATIR R
0~6 0.05 | 010 | 015 | 0.20 | 0.05 | 0.0 | 0.50
6~30 000 | 020 | 015 | 025 | 010 | 015 | 100 ‘ . D
O\ - CARQD )
30~120 015 | 025 | 0.20 | 0.30 | 0.20 | 0.40 | 2.00 DRN Arge Lt MATERIAL 4380 [BD REV. | DESCRIPTION [SIGN BATE
120-300 | 015 | 030 | 025 | 045 | 040 | 080 | 3.00 DSN Arae Lin | FINISH @ DIM IN MM gEAEETDWG
300~600 0.20 | 050 | 0.40 | 0.60 | 0.60 | 1.20 | 3.00 ~ ‘ o/on g
e v
€00~1200 | 030 | 0.80 | 070 | 110 | 0.80 | 150 | 4.00 CKD H Hsieh eote Wiwynn Corporation SHEET oF
ANG.  TOL APPD CH Hsieh |%:2 DRAWING NI, CD 47.64318.0
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FAIl Data Sheet

Drawing Number: 47.64W18.001 Supplier : TEX-CHU Date: 2012.12.18 New:
Part Name: RUB HDD PRESS ISOLATOR HU230 Submission No : Cavity / Tool # : Revised: |#k 5.3
Revision: Material Spec : E4382+SONY G4000 Inspector: (R Resubmission:
Drawing Specifications Inspection Rgsu_lts Inspection Analysis - Inspection Supplier Engineering
Sample Number Deviation from Center Mean % Tolerance Acc/Rej Method Remarks Disposition
Item [ Location Nominal Center [U deviation| L deviation 1 2 3 1 2 3 Upper | Lower High Low
1 B2 28.00 28.00 0.50 -0.50 28.12 28.25 27.86 0.12 0.25 -0.14 28.08 50% 28% C
2 B2 5.00 5.00 0.50 -0.50 5.15 5.20 4.82 0.15 0.20 -0.18 5.06 40% 36% ©
3 B3 6.00 6.00 0.50 -0.50 6.15 6.25 5.81 0.15 0.25 -0.19 6.07 50% 38% C
4 B2 1.00 1.00 0.30 -0.30 1.11 1.15 0.92 0.11 0.15 -0.08 1.06 50% 27% ©




ATTN:

INSPECTION STANDARD

INCAC CORPORATION CO., LTD

FOAM = PRODUCT DIVISION

April.20.2007

Item

Rubber Sponge E—4382

Physical
Property Unit Specification Test Method
Hardness - 205 SRIS 0101
Tensile Strength MPa 0. 49= JI'S K 6251
Elongation % 120= JISK 6251
Apparent Density g/c:m:3 0. 16x0. 03 SRIS 0101
Compression Set % 302 ASTM D 1056
Shrinkage Against
% 1.52 70°Cx4h

Heat
Water Absorption Test % 52 ASTMD 1056
Compression lLoad

- kPa 39. 2~78. 4 ASTM D 1056
Flexibility Test (25%)

NOTE:
These standards only regulate Inoac Corporation’ s testing
methods for physical properties of industrial unicellular rubber sponge
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